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Excellent chip breaking.
Ideal for continuous un-manned 
operations on automatic lathes.

Sharp cutting edge

Order number)

Unique curved cutting edges offer sharp cutting action.
The entire periphery of the inserts are finish ground 
(G class accuracy) to produce sharp cutting edges.

High quality surface finishes
The breaker design is optimized to suit to the cutting 
conditions for small tools.
SMG type breaks chips into fine pieces and reduces 
tangling.

Effective chip disposal range

Good chip breaking with small 
depths of cut and low feeds

Peripheral ground (G class) inserts enable accurate cutting 
edge positioning, making it ideal for high precision machining.

G class inserts

Suitable for small parts applications that often require minus 
tolerance dimensions.
The order number is shown with the letter “M” that indicates 
minus tolerance.

The radius value is printed on the side of the insert label for 
easy recognition.

Nose radii designed with 
minus tolerance

Competitor’s ground type breaker

<Cutting conditions>

Competitor’s ground type breaker

<Cutting conditions>
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Printing example

Nose Radius

A combination of a 
curved cutting edge 
and the protrusion 
type breaker promotes 
efficient chip breaking.

Workpiece : Carbon steel (Turning)
Cutting speed : 80m/min
Depth of cut : 0.5mm

Workpiece : Alloy steel (Turning)
Cutting speed : 80m/min
Depth of cut : 0.1mm

Feed : 0.03mm/rev
Non-water soluble coolant

Feed : 0.1mm/rev
Non-water soluble coolant

SMG breaker

SMG breaker SMG breaker

SMG Breaker

Moulded Breaker for Small Tools
B164E
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Moulded Breaker for Small Tools

Inserts

Geometry

Stock Dimensions (mm)

Order NumberShape

: Inventory maintained.a
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